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Our technical advice whether spoken, written, or through test trials  
corresponds to our current knowledge to inform about our products  
and their use. It is not meant as an assurance for certain properties  
of the products nor their suitability for each application.  
You are, therefore, obliged to conduct your own tests with our supplied  
products to confirm their suitability for the desired process or purpose.  
The selection and testing of products for specific final application  
is exclusively your responsibility.

Multipurpose resistant Screen Filler 

FOTECHEM 2078 WR/SR

1. description 
 
•	 Resistant to water-based, plastisol,  
	 UV- and solvent-based inks
•	 Superior water resistance simply upon drying
•	 Very high solids content offers increased durability
•	 Does not contain solvents
•	 Reclaimable by high pressure water jet
 
2. direction of use 
 
•	 On the substrate side of the screen,  
	 spread FOTECHEM 2078 WR/SR evenly  
	 over desired area of mesh and stencil  
	 with a squeegee or a plastic spreader.
•	 FOTECHEM 2078 WR/SR can be thinned  
	 with water for retouching pinholes with a brush.  
•	 Cure for 3 hours at room temperature  
	 or for 30 minutes at 40°C to 50°C.
•	 Water resistance can be further increased  
	 with application of hardener FOTECHEM 2119.
•	 To reclaim, use emulsion reclaiming chemicals  
	 such as FOTECHEM 2042 S and a high  
	 pressure water jet.
 

4. health and safety 
 
The product may be irritating if they come in contact  
with the skin or the eyes. Flush immediately with water  
and contact a physician. These are industrial products.  
Keep away from children. 
 
The usual precautionary measures should be adhered to 
general rules for handling chemicals. For eye protection  
use safety glasses. Read the Safety Data Sheet. 

5. storage and packaging 
 
When sealed in the original container and stored  
in cool conditions, FOTECHEM 2078 WR/SR  
will maintain original properties for 12 months  
from the date of manufacture.  
Available in one and five liter containers.


